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1. To ensure your safety, when screen is in use,do not put fingers inside the
    multifuction box located on the right hand side of the unit.
2. Do not place fingers inside the case when retracting the material.
3. Do not hang items on the screen material once deployed.
4. Do not touch the screen surface with hands.
5. Never use chemicals to clean the material.
6. Ensure no items have fallen into the casing before retracting the screen.
7. Over use of the screenʼs motor will cause the unit to enter protection mode. 
    Wait 2 minutes for this mode to reset.
8. Opening the casing or incorrect operation will void the warranty.

Open the packaging and ensure all items are present as listed on page 2.

1. Place the screen flat on the floor  ( Figure 1)

2. Push forward the button on the left of the screen to remove the power cord and remote control. 
    After operation, these can be placed back for easy storage. ( Figure 2-3-4 ) 

3. Connect the power to the screen casing  (Figure 5-6 )
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  This motorized screen is controlled by remote control IR receiver.

Make sure no items are blocking the path of the infrared receiver.
(Figure 7)

You can purchace a IR extender for special events or 
when the casing is hidden from veiw. ( Figure 8 )

3. Switch control
    If you connot use the IR function, manual control is located on the
    back of the casing. ( Figure 9 )

Remote Control instructions

1. To raise press up.
2. To hold a desired position, press the stop button.
3.To lower press down
4. To raise a small amount, press the “MICRO UP BUTTON”
5. To lower a small amount, press the “MICRO-DOWN BUTTON”

Manual Control Instructions

If remote operation is not available, the switch on the back of 
the casing can be used.

Caution.

1. The shortest distance of safe deployment is 0.5m.
2  The IR remote will not operate if items are obstructing the receiver 
    window.
3. The remote control will not work more than 8 metres 
    from the screen line of site.
4. Ensure your remote is not stored in a heated environment.
5. Please change battery when signal is weak
6. Please ensure batteries are not left inside the remote for long 
    periods without use

How to install the batteries

1.On the back of the remote, remove the panel.
2. Place the batteries according to the + and - positions.
3. close the cover.
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