


Ensure the wall structure is stable and can support the weight of the screen correctly.
Ensure the wall structure can support the screen’s weight adequately. 

Make sure all fixing screws are fastened correctly to the wall bracket to avoid damage.

Please read the following, as any damage to the screen surface will impact on image quality.

1. Do not touch the screen surface by hand

2. Do not write or draw on the screen surface

3. Do not poke the screen surface by finger or objects as they may cause tears or scratches.

4. Do not use any detergents or cleaning products on the material surface. Use only clear lukewarm 

water with a soft white cloth.

Retract your screen after every use to protect the material surface.

Ensure the screen is level when wall mounted. Uneven mounting will out-pressure on the motor and material.

Do not pull the sides of the screen material

To prevent unnecessary damage, please ensure young children do not play near screen material.
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Ignoring safety warnings may lead to

injuries or screen damage.

Retract the screen material after every use.

Leaving the material hanging for extended 

periods of time can cause material sag.

Avoid hanging any items from the screen 

casing as this may cause damage to the 

product.

Installation should always be secure 

to prevent the screen from falling.

Please contact Carson Screens direct  

for repair or maintenance. Attempting repairs 

without contacting Carson Screens will void your 

warranty.

Do not replace any parts or take apart panels on your screen without contacting Carson Screens first. Attempting any 

alterations or repairs will void you applicable warranties.

To tighten the tab tension cable, rotate the dial until the cable becomes firm.( Figure 1 ) To loosen, 
press the raised dial  and turn anti clockwise. ( Figure 2 ) Make sure the cable is not 
over tensioned. Be careful not to overtension the material as  firm tensioning is more effective. 
(Figure 3 )

   Figure 1                              Figure 2                               Figure 3 

How to adjust the tab tension cable 

Cable release 

Cable Dial



Take out all parts from the packaging and check that all accesories have been supplied correctly.

There are three installation options for this prodcuct. 1. Wall mounting 2. Ceiling mounting 3. Ceiling hanging.

The installed vertical position can be changed by sliding the screen  within the mounting brackets, though the 

ideal position is to mount the screen brackets nearest to the end of the screen casing. 

This will reduce vibration and noise.

Floating wall bracket installation

1. Choose correct screws according ot the wall type. (Wood screws for wood walls and tapping screws 

    for concrete walls)

2. Mount brackets onto the wall ensuring excellent horiziontal level (draw an erasable level line when 

    mounting the brackets as a guide) (Figure one)

Installation steps

a) Wood wall and celing installation: Drill in the 4 x 40mm screws through the appropriate holes in the mouting 

     bracket. (figure 2-3)

b) Drywall and ceiling installation: Install the anchors first then drll in the 4 x 40mm screws into the appropriate 

    bracket holes. (figure 4-5)

Remote Control instructions

1. To raise press up.
2. To hold a desired position, press the stop button.
3. To lower press down
4. To raise a small amount, press the “MICRO UP BUTTON”
5. To lower a small amount, press the “MICRO-DOWN BUTTON”

Carson powered projection screens are controlled by a manaul switch or by
remote control.

1. Manual switch control

    a. Remove all packaging and stickers.
    b. connect to power source.
    c. Turn the switch to position 2 to lower the screen. when it is all the way 
       down, the scren will stop automatically.
    d. Turn the switch to position 1 to retract the screen. When it enters the 
        casing, it will stop automatically.
    e. To stop at any position, while the screen is in motion set the switch to 0.

To avoid overheating the motor , do not continually retract and lower the screen repeatedly
over the period of 4 minutes. If the motor overheats, it will go into protection mode.
After entring the protection mode, you will need to wait 2 mins for the screen motor to reset. 
The factory presets are configured to an optimal configuration.
Please ensure that adjustment of the motor’s deploy and retract settings are only adjusted by
a professional, as there is a risk of the material disconnecting from the roller with improper
adjsutments. Any incorrect adjustment will void the warranty.
If you are unsure, contact Carson Screens. 
www.carsonscreens.com.au

Caution




	Ò³Ãæ  1
	Ò³Ãæ  2
	Ò³Ãæ  3
	Ò³Ãæ  4

