
Specifications	 IC 406 FG

System			 2-way	in-ceiling

Woofer	(mm	/	in)		 165	/	6½

Midrange	(mm	/	in)	 -

Tweeter	(mm	/	in)	 25	/	1	DTT

Power	(W	long	/	short	term)	 60	/	120

Frequency	Range	(Hz)	 65	-	22,000

Impedance	(Ohm)	 4	-	8	switchable

Hole	dimension	HxWxD	(mm	/	in)	 Ø201	x	99	/	Ø7.9	x	3.9

Dimensions	HxWxD	(mm	/	in)	 Ø229	x	114	/	Ø9.0	x	4.5

Back	box	size	(Litre/in3)	 14	/	850

Weight	(kg	/	lb)	 1.7	/	3.7	

Finish	 White	(paintable)	

The	new	in-ceiling	loudspeakers	in	the	400	Custom	series	offer	many options	and	a	great	deal	of	freedom	
when	it	comes	to	positioning	and	configuring	your	loudspeaker	system	in	the	living	room,	home	cinema	or	
in	other	parts	of	the	house.	Technically,	they	are	right	at	home	in	the	C	400	series,	as	the	loudspeakers	are	
equipped	with	DTT	and have pivoting tweeters.

Jamo	IC	406	FG	delivers	high-fidelity	sonic	thrills	

For more information visit www.jamo.com

Soundwise, IC 406 FG is 
comparable with C 401.
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