
Product information

NR1200  
SLIM LINE STEREO NETWORK RECEIVER
Indulge in high-resolution sonic perfection with the Marantz NR1200 slim line stereo network receiver that powers detailed, high-fidelity audio from a compact 
chassis. With a fully discrete amplifier design following the pure integrated amplifier layout and the renowned Marantz sound, the NR1200 is perfect for demanding 
music lovers wanting both excellent music quality, modern music streaming capability and digital connectivity. Stream music from your favourite services  
via Bluetooth, Apple AirPlay 2 or the HEOS Built-in app. Listen to FM/DAB+ Radio, Internet Radio, a wide array of music services, or connect a turntable to the  
high-quality Phono input. The NR1200 also supports the latest HDMI connectivity with 5 inputs and 1 output, plenty enough to connect your TV by HDMI ARC and 
your source players including a set-top box, Blu-ray Player or game console. All of this in a sleek design lower than a CD jewel case.   

Highlights Your Benefits

Slim profile that’s half the height of a traditional receiver Delivers exceptional performance and Marantz renown audio quality

Two-channel discrete power amplifier with separate L/R power amp circuit and 
power transformer with 75W per channel

Serious HiFi construction with enough power to fill your living room with 
the wide Marantz soundstage

AirPlay 2, Bluetooth, Internet Radio, Spotify Free and Premium,
Network Audio Streaming

Access to almost unlimited online music sources

Integrated high-quality Phono input Connect your turntable and listen to your beloved Vinyls

HEOS Built-in Wireless Multi-room audio, voice control and digital music streaming

5 HDMI inputs with full HDCP 2.3 support plus one HDMI out with ARC Versatile HDMI connectivity with support for single cable connection  
with your television

Connect your Bluetooth headphones Listen to music or TV programs via your wireless headphones, either 
simultaneously with the speakers on, or individually.  

Speaker A/B and tone control to tune sound to your exact specifications High-performance, high-resolution audio playback
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The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such 
marks by D&M Holdings Inc. is under license. Dolby, Dolby Atmos, and the double-D symbol are trademarks of Dolby  
Laboratories. DTS, the Symbol, DTS in combination with the Symbol, DTS:X, and the DTS:X logo are registered 
trademarks or trademarks of DTS, Inc. in the United States and/or other countries. The Spotify software is subject 
to third party licenses found here: www.spotify.com/connect/third-party-licenses. Other trademarks and trade 
names are those of their respective owners. Marantz is a trademark or registered trademark of D&M Holdings, Inc.

* All specs can be subject to change.

NR1200  
SLIM LINE STEREO NETWORK RECEIVER

NETWORK

HEOS Multi-Room and Streaming / Network Audio Streaming • / • 

Lossy Formats: MP3 / WMA / AAC • / • / •

Lossless Formats: FLAC / ALAC / WAV • / • / •

FLAC HD 192/24 / WAV 192/24 / ALAC 192/24 • / • / •

DSD Audio Streaming up to DSD5.6

Gapless Playback • (FLAC, WAV ,ALAC ,DSD)

AirPlay2 Audio Streaming •

Internet Radio (Tune In) •

Spotify Connect / Deezer / TIDAL / Amazon Music •  / • / • / •   

Compatible with Remote APP (iOS/Android) Marantz AVR Remote

Ethernet / Wi-Fi • / •  (dual antenna/ dual band)

Bluetooth •

HDMI

4K 60Hz 4:4:4 resolution / HDCP 2.3 • / • 

Audio Return Channel •

GUI Overlay on HDMI • 

HDR / HLG / Dolby Vision • (HDR10) / • / -

3D Signal Pass-Through • 

HDMI Pass-Through in Standby Mode •

MULTIROOM / CI

HEOS Multi-Room Integrated •

HEOS Link Compatibility: IR/ IP • / •

IP Control / RS232 Control / App Control • / - / •

INPUTS/OUTPUTS

VIDEO

HDMI In / Out 5 / 1

AUDIO

Analogue In / Out 3 / -

Tuner: DAB+ / FM (RDS) • / •

Phono (MM) In •

Digital In: Optical / Coaxial 1 / 1

USB Audio •

Pre Out • (2ch) + 2ch Zone

Subwoofer Out 2

OTHER

Speaker Terminal: Gold Plated Screw / Regular Screw - / •

Speaker A / B •

OTHERS

Setup Assistant •

Smart Select •

Firmware Update by Network / USB • / •

Variable Cross Over •

Optimized Bass Redirection •

ECO Mode •

Auto Power Off •

Sleep Timer •

SPECIFICATIONS

Number of Poweramps 2

Number of Speaker Terminals 4

Power Output (8 ohm, 20 Hz - 20 kHz, 0.08% 2ch Drive) 75 W

Power Output (6 ohm, 1 kHz, 1% 1ch Drive) 135 W

GENERAL

System Remote Control RC041SR

Power Consumption in W 180

Standby Consumption in W 0.2 (with CEC 0.5)

Available colours: Black / Silvergold • / •

Maximum Dimensions (W x D x H) in mm 440 x 367 x 105

Dimensions packed (W x D x H) in mm 520 x 491 x 184 

Weight in kg 7.9

Weight packed in kg 9.9




