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GSS
The GSS10 Garden Series Subwoofer by Niles is designed to extend the listening environment into the 
outdoors, bringing deep, rich bass from a subwoofer that disappears into the landscaping.

GARDEN IN-GROUND SUBWOOFER

■ Powerful, Invisible Bass  Complete with a 10”
woofer cone in its interior, this powerful in-ground
subwoofer effectively extends the listening environment
with deep rich bass and with the ability to bury the
subwoofer underground, leaving only its fully paintable
port tube visible on the surface, the GSS10 is the
perfect solution to add bass without visible space.

■ Superior Construction The Niles GSS10 is made
from industrial strength uPVC, the same type of
material used in modern underground plumbing and
irrigation systems.  When properly installed, the GSS10
will provide you with years of listening pleasure.

■ Install With Confidence   All Niles GS Series
loudspeakers are designed to withstand nature’s fury,
engineered for extreme environments and supported by
one of the strongest warranties in the industry, the Niles
Lifetime Limited Warranty.

FEATURES AND BENEFITS

10” IN-GROUND SUBWOOFER
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GARDEN SATELLITE LOUDSPEAKER

GSS10
Garden In-Ground Subwoofer 

Packaged individually 
Stock Number

FG01668

SPECIFICATIONS

■ Woofer: 10” Mineral-Filled Polypropylene

■ Recommended Amplifier Power: 50-500 watts

■ Frequency Response: 25 Hz to 110 Hz 

■ Product Weight: 25 lbs (11.4 kg)

■ Recommended Burial Depth: 16-18” (40-45 cm)

■ Max SPL: 110dB

■ Impedance: 8 ohm nominal, 6 ohm minimum

■ Temperature Extremes: 15F to 160F (-25C to 70C)

Width of approximately 
14” (36 cm)

Length of approximately 
30” (76 cm).

Depth should be
between 16 - 18”

(40 – 45 cm)

IN-GROUND INSTALLATION DETAIL




