
SPECIFICATIONS SHEET

SSVC-4
SPEAKER SELECTION SYSTEM

• Packaged for retail display

Four-Pair Speaker Selector with Volume Controls

www.digitalcinema.com.au
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FEATURES
n Power handling: 100 watts per channel RMS; 200 watts peak

n Selectable impedance magnification for 1, 2, 3/4, 5/6 pairs of speakers

n Individual room on/off selector switches

n 12-step controls; 54dB maximum attenuation

n Separate left and right ground paths for compatibility with all amplifiers

n Removable screwless connectors accommodate up to 12-gauge wire

n Rugged all metal chassis construction

n Nonskid feet won’t scratch furniture and ensure unit stability during operation

n 72 adhesive-backed room identification labels

SPECIFICATIONS
n Dimensions: 17" wide x 2" high x 9-1/8" deep

Warranty: Ten-year limited 

Speaker Selectors with Volume Controls

REMOVABLE CONNECTORS
Accommodate up to 12-gauge speaker cable on high power models and make connections secure, quick and easy

RUGGED CONSTRUCTION
Provides Niles legendary performance that is backed by a 10-year warranty

SELECTABLE IMPEDANCE MAGNIFYING
Provides optimal electrical loads when connecting multiple pairs of speakers to a single amplifier 

VOLUME CONTROLS EQUIPPED MODELS WITH 12-STEP CONTROLS AND 54DB OF DYNAMIC RANGE
Offer finer resolution at lower volume levels with improved fidelity at all levels

SSVC-4

Stock Number

FG01043

Technology
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