PIONEER HAS TAKEN THE ESSENTIAL COMPONENTS OF HOME THEATER PERFORMANGCE
AND PUT THEM TOGETHER IN ONE STUNNINGLY IMPRESSIVE, AFFORDABLE PACKAGE
DESIGNED TO DO ONE THING: DELIVER UNCOMPROMISING SOUND QUALITY TO
TRANSPORT YOU TO A WORLD OF ENTERTAINMENT YOU’VE NEVER EXPERIENCED BEFORE.
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RF Molded Curved Cabinet
Gold 5-Way Binding Posts

Sophisticated Crossover

>
>
>
> Oversized Magnets with Vented Pole Piece for Improved Bass Response
> Improved Sensitivity for More Efficient Power Input

> 8" Driver Subwoofer

>

Package Includes SP-FS52 Floor-standing Loudspeakers (2 total), SP-BS22-LR Bookshelf Loudspeakers (1 pair), SP-C22 Center-Channel
Speaker, and SW-8MK2 Powered Subwoofer


www.digitalcinema.com.au

MODEL SP-BS22-LR SP-C22
Description Bass-reflex Bass-reflex Bass-reflex Powered
Floorstanding Bookshelf Center Channel Subwoofer
Configuration 3-way 2-way 2-way Down-Firing Ported
Tweeter 1" 1" 1" -
Woofer 5-1/4" (x2) 4" 4" (x2) 8"
Midrange 5-1/4" - - -
Frequency Range 40 Hz-20 kHz 55 Hz-20 kHz 55 Hz - 20 kHz 38 Hz -150 Hz
Nominal Impedance 6Q 6Q 6Q -
Sensitivity (2.83 V) 87 dB 85 dB 88 dB -
Maximum Input Power 130 W 80 W 90 W -
Maximum Output Power - - - 100 W (50 W FTC)
Crossover Frequency 250 Hz & 3 kHz 3 kHz 3 kHz 38 Hz - 150 Hz
Finish Black Black Black Black
Dimensions (W x H x D) 8-7/8" x 35-3/16" x 10-5/8" | 7-1/8" x 12-9/16" x 8-7/16" 18-1/8" x 7-1/8" x 8-7/16" 12-3/16" );,)1463/1 6" x 12-
Weight (Each) 25 |lbs 13 oz 9 lbs 2 oz 131lbs 7 oz 20 lbs, 4 oz
UPC 012562906102 012562906119 012562906126 012562906133
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